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Riso shall not be responsible for any damage or expense that might result from the use of this manual.
As we are constantly improving our products, the machine may differ in some respects 
from the illustrations used in this manual.
Riso shall not be liable for any direct, incidental, or consequential damages of any nature, 
or losses or expenses resulting from the use of this product or included manuals.

FCC Warning
For RZ390UI, RZ310UI and RZ220UI Models Only

This equipment has been tested and found to comply with the limits for a Class A digital device, pursuant to Part 
15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference when 
the equipment is operated in a commercial environment. This equipment generates, uses, and can radiate radio 
frequency energy and, if not installed and used in accordance with the instruction manual, may cause harmful 
interference to radio communications.
Operation of this equipment in a residential area is likely to cause harmful interference, in which case the user will 
be required to correct the interference at his own expense.

WARNING
For RZ370AW, RZ230AW and RZ200AW Models Only

This is a Class A product. In a domestic environment this product may cause radio interference in which case the 
user may be required to take adequate measures.

The information contained in this document is subject to change without notice.

Copyright © 2003  RISO KAGAKU CORPORATION

























































Selecting the Image Processing Mode [Line, Photo, Duo]32

Setting up for 
Scanning Originals
Selecting the Image Processing Mode
[Line, Photo, Duo]
In order to make a quality master, select an appropriate mode depending on whether originals contain only Line(text) 
or photo or both of them. 

Press the  key to select the Image Pro-
cessing mode. 
Each time you press the key, the indicators light in the 
order; (Line)→ (Photo)→ (Duo)

The table shows which types of originals are appropri-
ate for each mode.

Important!:
• With the Photo mode or Duo mode selected, you can 

process images with a dot screening when printing. 
(For RZ2XX, unavailable)

p.34
• With the Photo mode or Duo mode selected, you 

cannot select “Auto” for the scanning level. Perform 
manual adjustment. 

p.37
• You cannot use the Image Processing mode and 

Pencil mode together.

Note:
• Select the Pencil mode when printing from an original 

written with a pencil or a stamped original.
p.33

• The Custom Setting mode allows you to change the 
initial setting for the Image Processing mode.

p.57

Mode Type of Originals

 Line
Only text contained; e.g., 
word processing file printout, 
newspaper

 Photo Only photos contained

Duo Both text and photos 
contained
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9 Remove the printed paper.
Pull and open the Receiving Tray Paper Guides, 
and then remove the paper.

Note:
• For RZ2XX, lift the corrugators and pull the 

guides open.

Tip:
• Depending on the operation status of the 

machine, different Progressive Arrow sections 
light or blink.
Progress Arrows 

1) Master-making progress arrow
2) Master-making stop bar
3) Printing progress arrow
4) Printing stop bar

• Arrow 1 blinks and increments by one segment: 
Master-making process in progress 

• Arrow 3 blinks and increments by one segment: 
Printing process in progress

• The stop bar lights: Indicating Stop timing 
• Both 1 and 2 light: Master-making process can 

be executed. 
• Both 3 and 4 light: Printing process can be exe-

cuted. 
• Both 1 and 4: In the Auto-Process mode
• The machine halts and halfway arrow seg-

ments blink: A restoration instruction is being 
waited. 
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Customizing the Initial Settings [Custom Setting Mode]60

30 Total Quantity Display
The total number of copies printed 
with the machine is displayed.
This number is displayed by two 
switching screens; a 3-digit number 
preceded by an under bar and a 4-
digit number.
Example: For 1,234,567 copies,
_123 4567 _123 4567

Execute steps 1 through 3 in “Changing Procedure”. p.61
The total number of printed copies is shown on the Total Quantity 
Display.

31 Master Quantity Display
The total number of masters 
generated with the machine is 
displayed.
This number is displayed by two 
switching screens; a 3-digit number 
preceded by an under bar and a 4-
digit number.
Example: For 1,234,567 masters,
_123 4567 _123 4567

Execute steps 1 through 3 in “Changing Procedure”. p.61
The total number of generated masters is shown on the Total 
Quantity Display.

32 Cylinder(Drum) Print Quantity Display
The number of copies printed with the 
current cylinder(drum) on the 
machine is displayed.
This number is displayed by two 
switching screens; a 3-digit number 
preceded by an under bar and a 4-
digit number.
Example: For 1,234,567 copies,
_123 4567 _123 4567

Execute steps 1 through 3 in “Changing Procedure”. p.61
The number of copies printed with the cylinder(drum) is shown on 
the Cylinder(Drum) Print Quantity Display.

70 Base IP address setting (for RZ2XX, 
unavailable)
Set an IP address for the machine.

p.63

71 Link IP address setting  (for RZ2XX, 
unavailable)
Set an IP address for a Linked Printer 
(option).

p.63

72 Link-free volume (for RZ2XX, 
unavailable)
Set the threshold (number of copies) 
for automatically switching print 
output between the machine and a 
Linked Printer.

p.65

99 Initial Setting Restoration
Resets all Custom Setting mode 
settings to the initial settings (factory 
default).

Item 
No. Changeable Items

Parameter Selection

0 1 2 3 4 5
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Customizing the Initial Settings 
[Custom Setting Mode]
You can change the initial settings that are restored when the power is turned on or when the  key is pressed. 
Changed settings are effective until they are changed again.
The changeable items and their descriptions are as follows:

:Initial setting (factory default) 

Item 
No. Changeable Items

Parameter Selection

0 1 2 3 4 5

01 Print speed
Change the initial setting for the print 
speed.

1 2 3 4 5

02 Print density (for RZ2XX, unavailable) 
Change the initial setting for the print 
density.

1 2 3 4 5

03 Auto-Process
Change the initial setting for the Auto-
Process.

OFF ON

04 Scanning level
Change the initial setting 
for the scanning level.

RZ3XX 1 2 3 4 5 Auto

RZ2XX 1 2 3 4 5

05 Image Processing mode
Change the initial setting for the 
Image Processing mode.
Important!:
• With the Photo mode or Duo mode 

selected, you cannot select “Auto” 
for the scanning level.

Line Photo Duo

06 Size of originals for Book 
shadow editing
Change the initial setting 
for the size of originals for 
Book shadow editing.

RZ390/
RZ310

Paper Ledger Legal Letter

RZ220 Paper Legal Letter

RZ370 Paper A3 B4 A4 B5

RZ230/
RZ200

Paper B4 A4 B5

07 Width of central shadow for Book 
shadow editing
Change the initial setting for the width 
of central shadow to be erased in the 
Book shadow editing.

13/16"
(20mm)

13/16"
 (30mm)

19/16"
 (40mm)

115/16"
 (50mm)

31/8"
 (80mm)

08 Auto idling time (for RZ2XX, unavailable)
Change the initial setting for the auto 
idling time.

None 6 hours 12 hours
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09 2-Up printing interval time
Change the initial setting for the 2-Up 
printing interval time.

None 15 
seconds

30 
seconds

10 Energy Saving mode
When the machine is not used for a 
certain period of time, it is 
automatically turned off or placed into 
the sleep status.
• OFF

The machine remains on until its 
power switch is turned off.

• Auto-Sleep
The machine is usually off but 
switched on when data is received.

• Auto-Power OFF
The machine is switched off.

Note:
• It is recommended to select “Auto-

Sleep” with a computer connected 
to the machine.

OFF Auto-
Sleep

Auto-
Power 
OFF

11 Energy Saving Mode wait time
Select the waiting period required to 
lead the machine into the Energy 
Saving mode.

Approx.
 5 minutes

Approx.
 15 minutes

Approx.
 30 minutes

Approx.
 60 minutes

Approx.
 90 minutes

12 Auto clear time
Select the waiting period required to make 
the machine automatically clear settings.

No Approx.
 3 minutes

Approx.
 5 minutes

13 Paper finish
If paper is not supplied smoothly with 
“Standard” preset, you can use User 1 
through 5 to program the paper supply 
and output adjustment parameters 
suitable of paper to be used.
For details, contact your dealer.
Note:
• User 1 through 5 are not 

programmed when the machine is 
shipped.

Standard User 1 User 2 User 3 User 4 User 5

14 Minimum print quantity
Specify the minimum number of 
copies to be printed from one master.
If a number lower than the specified 
minimum number is entered, the 
master-making process is not 
executed.
You can lock and prevent this setting 
from being changed. For more 
information, consult your dealer.

0 10
  copies

20
  copies

30
  copies

40
  copies

50
  copies

Item 
No. Changeable Items

Parameter Selection

0 1 2 3 4 5
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15 Beep sound
Specify how an alarm should sound 
when keys are operated or errors occur.
• Level 2

A beep sounds at all preset occasions; 
for example at the time of key 
operations and event generation/end.

• Level 1
A beep sounds only at the time of 
error occurrence, setting 
completion, pulling-out enabled, 
and 2-Up printing interval time.

• Level 0
A beep does not sound at any occasions.

Level 2 Level 1 Level 0

16 Reservation Period
Specify the time for restricting 
document data output from a computer 
when the machine is not operated.

OFF 15 
seconds

30 
seconds

60 
seconds

17 Semi-Auto(ADF unit) (available only 
with the optional ADF unit)
With “ON” selected, if an original 
exists in the ADF unit after printing, 
the next master-making process is 
executed followed by proof copy, and 
then machine operation is stopped.
Important!:
• With “ON” selected for Auto-Process, 

you cannot select “ON” for Semi-Auto.

OFF ON

18 Job Separation
Select “ON” when using an Job 
Separator (option).

OFF ON

19 Tray paper size for a 
Linked Printer (for 
RZ2XX, unavailable)
Change the initial setting 
for the paper size to be 
output from a Linked 
Printer (option).

RZ390/
RZ310

Ledger Legal Letter Statement Folio Executive

RZ370 A3 B4 A4 B5

20 Print Quantity restoration setting
Set the restoration setting for Print Quantity.
Select “ON” when you want to restore the 
Print Quantity after printing is finished.

OFF ON

21 2-UP printing restoration setting
Set the automatic restoration setting 
for 2-Up printing.
Select “ON” when you want to restore the 
 2-Up printing after 2-Up printing is finished.

OFF ON

Item 
No. Changeable Items

Parameter Selection

0 1 2 3 4 5






















